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Included in this Log Home Care Guide are the specific details from the work
we completed on your home, along with resources to help keep your home
protected and looking beautiful!

Client Name:

Job Specific Details

On , we performed [ a restoration / a wash and recoat /
log rot replacement / caulking / chinking ] on your home. This service included these products:

U Stain (brand, type, color):

U Caulking (brand, type, color):

U Chinking (brand, type, color):

U Other:

Log Home Care

Generally, we suggest that log homeowners inspect their homes at least once per year using
the included inspection guide. We also recommend a light wash annually to remove any organic
matter that has accumulated on the logs.

If you keep up these inspections and washes annually, you'll be able to catch any early signs of
concern so you can intervene and respond with the proper maintenance to prevent any
significant damage. On the stain itself, be on the lookout for any signs of the loss of sheen (flat
appearance), shifts in color, or areas where water is not shedding (you can perform the spray
bottle test to check to make sure water sheets off the logs and is not beading up), and organic
matter buildup (excess dirt, pollen, animal residue, etc.).

Based on your visual inspection, you may need to perform specific home maintenance or
repairs. We’re always happy to help, either by answering questions, or assisting with a plan of
care. Feel free to give us a call any time at 888-564-4897.

Thank you again for your business, it was a pleasure to work with you and we look forward to
the opportunity of being of service again in the future!
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This exterior inspection checklist begins at the top with a visual inspection of the roof, working down along the
walls to the ground. These are all things you should look for and take note of:

Roof

Loose or damaged shingles, shakes, or tiles
Loose or warped flashing
Loose or raised nails
Leaks or cracks at roof vents, or skylights
Leaking or clogged gutters or downspouts
Exposed rafters with:
o  Stain wear
o  Water damage
o Missing or diminished borate rods
Contact a professional to assess the extent of roof damage.

oooo00

Chimney

Cracks between chimney and the roof
Cracks between chimney and the walls
Cracked mortar or flue pipe

Bird or insect nests or other obstructions
Signs of moisture penetration

Plants growing inside, out, or around

oooo0o0

Eaves

Signs of insect or animal inhabitants
Cracks between roof and walls

Water stains on porch ceilings

Signs of damaged stain on fascia or soffit
Soft wood on fascia or soffit

Ooo0o0o0o

Walls (Continued)

Water damage from leaking gutters or downspouts
or at the intersection of the ground to the wall
Damaged weather stripping or sills

Flashing damage above windows, doors, walls, or
intersections

Any areas where new borate rods need to be
installed

o 00 O

Foundation

O Cracks in the foundation

O Cracks between the foundation and walls

O Efflorescence
Contact a professional to assess the extent of foundation
damage.

Patio and Ground

Cracks in concrete, driveway, garage floor, sidewalk,
etc.
Issues with drainage from ground away from home
Spalling concrete or potholes
Landscaping:
o Any organic materials in contact with wood walls
o Bushes closer than 18” away from wood walls
o Tree canopy close enough to house to cause
issues with pollen, moisture, insects, etc.

oo ©

Walls

U Cracks in caulking or chinking

Around doors or windows

Around fans, exhaust pipes, vents, etc. in walls

In log checks or cracks

Between log joinery

Cracks in brick, stone, or stucco surfaces

White chalky powder (efflorescence)

New or widening cracks in logs/wood (anything

wider than %” needs caulk and smaller cracks need

stain)

Insect damage

Knot holes

Signs of rot (soft wood, water stains, mold or

mildew)

Items stacked against the wall

Stain

Discoloration, fading, or sheen variance

Peeling or flaking

Water beading (stain should repel water)

Mold or mildew

O Sprinklers pointed towards walls

U Loose spigot and hose connections that might cause
water to splash on walls

O
O
o
O
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Inspection Timing and Findings
Timing:
Spring is a good time for inspections to check for winter
damage and ready the home for higher summer
temperatures and UV exposure.

Fall is an important time for inspections as you can check
for summer damage and prepare your home for the
colder months ahead.

Findings:
Based on your visual inspection you may need to perform
specific home maintenance or repairs. It’s always better to
address any areas of concern immediately to reduce
further damage and added expense.

If you’re not ready to tackle these items yourself or are
unsure of the best repair options, give 888 Log Guys a call
at 888-564-4897. As your trusted specialists, we create a
relationship with your home where we keep detailed
records on everything that we’ve done so when we come
back, things will be done exactly right!

Date Inspection Completed:



https://888logguys.com/contacts/

888-(Xe[cZcll)

Log Home Inspection Checklist
www.888logguys.com | 888-564-4897

This exterior inspection checklist begins at the top with a visual inspection of the roof, working down along the
walls to the ground. These are all things you should look for and take note of:

Roof

Loose or damaged shingles, shakes, or tiles
Loose or warped flashing
Loose or raised nails
Leaks or cracks at roof vents, or skylights
Leaking or clogged gutters or downspouts
Exposed rafters with:
o  Stain wear
o  Water damage
o Missing or diminished borate rods
Contact a professional to assess the extent of roof damage.

oooo00

Chimney

Cracks between chimney and the roof
Cracks between chimney and the walls
Cracked mortar or flue pipe

Bird or insect nests or other obstructions
Signs of moisture penetration

Plants growing inside, out, or around

oooo0o0

Eaves

Signs of insect or animal inhabitants
Cracks between roof and walls

Water stains on porch ceilings

Signs of damaged stain on fascia or soffit
Soft wood on fascia or soffit

Ooo0o0o0o

Walls (Continued)

Water damage from leaking gutters or downspouts
or at the intersection of the ground to the wall
Damaged weather stripping or sills

Flashing damage above windows, doors, walls, or
intersections

Any areas where new borate rods need to be
installed

o 00 O

Foundation

O Cracks in the foundation

O Cracks between the foundation and walls

O Efflorescence
Contact a professional to assess the extent of foundation
damage.

Patio and Ground

Cracks in concrete, driveway, garage floor, sidewalk,
etc.
Issues with drainage from ground away from home
Spalling concrete or potholes
Landscaping:
o Any organic materials in contact with wood walls
o Bushes closer than 18” away from wood walls
o Tree canopy close enough to house to cause
issues with pollen, moisture, insects, etc.

oo ©

Walls

U Cracks in caulking or chinking

Around doors or windows

Around fans, exhaust pipes, vents, etc. in walls

In log checks or cracks

Between log joinery

Cracks in brick, stone, or stucco surfaces

White chalky powder (efflorescence)

New or widening cracks in logs/wood (anything

wider than %” needs caulk and smaller cracks need

stain)

Insect damage

Knot holes

Signs of rot (soft wood, water stains, mold or

mildew)

Items stacked against the wall

Stain

Discoloration, fading, or sheen variance

Peeling or flaking

Water beading (stain should repel water)

Mold or mildew

O Sprinklers pointed towards walls

U Loose spigot and hose connections that might cause
water to splash on walls

O
O
o
O

ooo

o0 00O

O
O
O
O

Inspection Timing and Findings
Timing:
Spring is a good time for inspections to check for winter
damage and ready the home for higher summer
temperatures and UV exposure.

Fall is an important time for inspections as you can check
for summer damage and prepare your home for the
colder months ahead.

Findings:
Based on your visual inspection you may need to perform
specific home maintenance or repairs. It’s always better to
address any areas of concern immediately to reduce
further damage and added expense.

If you’re not ready to tackle these items yourself or are
unsure of the best repair options, give 888 Log Guys a call
at 888-564-4897. As your trusted specialists, we create a
relationship with your home where we keep detailed
records on everything that we’ve done so when we come
back, things will be done exactly right!

Date Inspection Completed:



https://888logguys.com/contacts/

888-(Xe[cZcll)

Log Home Inspection Checklist
www.888logguys.com | 888-564-4897

This exterior inspection checklist begins at the top with a visual inspection of the roof, working down along the
walls to the ground. These are all things you should look for and take note of:

Roof

Loose or damaged shingles, shakes, or tiles
Loose or warped flashing
Loose or raised nails
Leaks or cracks at roof vents, or skylights
Leaking or clogged gutters or downspouts
Exposed rafters with:
o  Stain wear
o  Water damage
o Missing or diminished borate rods
Contact a professional to assess the extent of roof damage.

oooo00

Chimney

Cracks between chimney and the roof
Cracks between chimney and the walls
Cracked mortar or flue pipe

Bird or insect nests or other obstructions
Signs of moisture penetration

Plants growing inside, out, or around

oooo0o0

Eaves

Signs of insect or animal inhabitants
Cracks between roof and walls

Water stains on porch ceilings

Signs of damaged stain on fascia or soffit
Soft wood on fascia or soffit

Ooo0o0o0o

Walls (Continued)

Water damage from leaking gutters or downspouts
or at the intersection of the ground to the wall
Damaged weather stripping or sills

Flashing damage above windows, doors, walls, or
intersections

Any areas where new borate rods need to be
installed

o 00 O

Foundation

O Cracks in the foundation

O Cracks between the foundation and walls

O Efflorescence
Contact a professional to assess the extent of foundation
damage.

Patio and Ground

Cracks in concrete, driveway, garage floor, sidewalk,
etc.
Issues with drainage from ground away from home
Spalling concrete or potholes
Landscaping:
o Any organic materials in contact with wood walls
o Bushes closer than 18” away from wood walls
o Tree canopy close enough to house to cause
issues with pollen, moisture, insects, etc.

oo ©

Walls

U Cracks in caulking or chinking

Around doors or windows

Around fans, exhaust pipes, vents, etc. in walls

In log checks or cracks

Between log joinery

Cracks in brick, stone, or stucco surfaces

White chalky powder (efflorescence)

New or widening cracks in logs/wood (anything

wider than %” needs caulk and smaller cracks need

stain)

Insect damage

Knot holes

Signs of rot (soft wood, water stains, mold or

mildew)

Items stacked against the wall

Stain

Discoloration, fading, or sheen variance

Peeling or flaking

Water beading (stain should repel water)

Mold or mildew

O Sprinklers pointed towards walls

U Loose spigot and hose connections that might cause
water to splash on walls

O
O
o
O

ooo

o0 00O

O
O
O
O

Inspection Timing and Findings
Timing:
Spring is a good time for inspections to check for winter
damage and ready the home for higher summer
temperatures and UV exposure.

Fall is an important time for inspections as you can check
for summer damage and prepare your home for the
colder months ahead.

Findings:
Based on your visual inspection you may need to perform
specific home maintenance or repairs. It’s always better to
address any areas of concern immediately to reduce
further damage and added expense.

If you’re not ready to tackle these items yourself or are
unsure of the best repair options, give 888 Log Guys a call
at 888-564-4897. As your trusted specialists, we create a
relationship with your home where we keep detailed
records on everything that we’ve done so when we come
back, things will be done exactly right!

Date Inspection Completed:



https://888logguys.com/contacts/

	Log Home Care Guide.pdf
	Log Home Inspection (2024).pdf
	Log Home Inspection (2024)
	Log Home Inspection (2024)
	Untitled



